








 

项目 Item 主要技术参数 Main technical parameter 

适配船型 

Ship type 

箱量大于 3000 箱，单船锁头类型≤5 种 

Container quantity more than 3000, lock type less than 5. 

集装箱类型 

Container type 

单 20,双 20，40，45 英尺集装箱（超宽箱除外） 

Single 20,40,45 foot containers and double 20 foot containers (extra wide containers excluded) 

作业效率： 

Operational efficiency  

单 20, 40 英尺箱(拆装 4 个)≤30S，双 20 英尺箱(拆装 8 个)≤50S； 

Less than 30s for single 20, 40 container, less than 50s for double 20 containers. 

工作电压/功率 

Operating voltage/power 
ü 380VAC/50HZ/50KW 

通讯接口 

Communication interface  

TCP/IP，光纤接入 

TCP/IP，Optical fiber 

设计工作风速 

Design wind speed  

最大工作风速20 米/秒 ，最大非工作风速55 米/秒 

Maximum working wind speed 20 m/s, maximum non-working wind speed 55 m/s 

适用环境温度 

Applicable temperature   
-20℃～50℃  

相对湿度 

Relative humidity   
≤100％  

气候条件  

Climatic condition 

雨：≤大雨（24h 降雨量 25~50mm），暴雨气候建议不进行作业  

雾：允许雾气能见度范围：200m ≥能见度≥ 50m 

雪：允许中、小雪气候作业  

Rain:≤heavy rain (24h rainfall 25~50mm), no operation in heavy rain climate  

Fog: Allowed fog visibility range: between 50m to 200m.  

Snow: Can operation in light and medium snow weather. 

适应工况 Adaptive condition  年作业 365 天，连续作业。 Annual operation 365 days, continuous operation. 

作业车辆Working vehicle 人工集卡，自动集卡，AGV 等      Manual truck, automatic truck, AGV, etc. 

ü 操作人员 Operator 1 名    1 person 
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